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13 LED’s

9 LED’s

9 LED’s

• Patent Pending Lightning Designed Lens Optics 
• Poly-Carbonate Lens and Housing
• Solid State Circuit Board 
• Plated Brass Connector
• 100,000 Hour Rated LED Life
• Fits Standard Mounting Holes, Grommets

and Connectors 

PRODUCT SPECS

Diameter: 4.25" Grommet
Depth: 1.88"
DOT/SAE: J1395, J1398, J585e
Voltage: 12~24 VDC
Amp Draw: 140 Milliamps
Legal Heading: I6S2T2
Mounting: Grommet
Connector: PL - 3

• Patent Pending Lightning Designed Lens Optics 
• 100,000 Hour Rated LED Life   
• Poly-Carbonate Lens and Housing   
• Fits Standard Mounting Holes, 

Grommets and Connectors

PRODUCT SPECS

Width: 6.40"
Height: 2.20"
Depth: 1.63"
DOT/SAE: J1395, J1398, J585e
Voltage: 12~24 VDC
Amp Draw: 140 Milliamps
Legal Heading: I6S2T2
Mounting: Grommet
Connector: PL - 3

9 LED’s

• 100,000 Hour Rated LED Life   
• Poly-Carbonate Lens and Housing   
• Fits Standard Mounting Holes, 

Grommets and Connectors

PRODUCT SPECS

Diameter: 2.00"
Depth: .69"
DOT/SAE: J592e
Voltage: 12~24 VDC
Amp Draw: 60 Milliamps
Legal Heading: P2
Mounting: Grommet
Connector: PL - 2

13 LED’s

• U.S. Patent No. D514008
• Easy Snap-On Stainless Steel Bezel 

Conceals Mounting Screws
• Ideal for Cab and Sleeper Panels
• 100,000 Hour Rated LED Life

PRODUCT SPECS

Width: 6.63"
Height: 2"
Depth: .75"
DOT/SAE: 592e
Voltage: 12~24 VDC
Amp Draw: 60 Milliamps
Legal Heading: P2
Mounting: Surface
Connector: PL - 2

Chrome Oval Clearance Marker
Lámpara Ovalada, uso Delimitadora de Espacio/Circulación

M72270R-DV Red/Rojo

M72270Y-DV Amber/Ambar

M09100R-DV Red/Rojo

M09100Y-DV Amber/Ambar

• 100,000 Hour Rated LED Life   
• Poly-Carbonate Lens and Housing   
• Fits Standard Mounting Holes, 

Grommets and Connectors

PRODUCT SPECS

Diameter: 2.50"
Depth: .69"
DOT/SAE: J592e
Voltage: 12~24 VDC
Amp Draw: 100 Milliamps
Legal Heading: P2
Mounting: Grommet
Connector: PL - 2

M11300Y-DV Amber/Ambar

M11300R-DV Red/Rojo

M42322R-DV Red/Rojo

2 1/2" Round Clearance Marker
Lámpara de 21/2", uso Delimitadora de Espacio/Circulación

Oval Red Stop/Tail/Turn
Lámpara Ovalada, uso Freno/Direccional/Circulación

2" Round Clearance Marker
Lámpara 2", uso Delimitadora de Espacio/Circulación

5Garantía de 5 años

Todas las luces Maxxima de
doble voltaje pueden 

funcionar normalmente 
en sistemas eléctrico de
12VDC y 24VDC. Luces
modelo Auto Voltage 

Select tienen garantía 
de 5 años.

M63322R-DV Red/Rojo

Dual Voltage Doble Voltaje 

4" Round Red STT 
Lámpara 4", uso Freno/Direccional/Circulación

Glosario de términos, las letras al final del número de pieza significan lo siguiente:
R = Rojo
Y = Ambar
CL = Lente Claro
DV = Doble Voltaje

RCL = Rojo Lente Claro
YCL = Ambar Lente Claro
R/Y = Rojo un lado y Ambar otro lado
RYCL = Rojo un lado y Ámbar otro lado, con Lente Claro 



2-Pin Right Angle CM
Conector de 2-puntos

M50950

M50103 
2 1/2"

M50303
2"

M50600-B

3-Pin Right Angle STT
Conector de 3-puntos

M50900

OVAL 4"

M50400-B

M50300-B

2"

M50100-B

2 1/2"

Stainless Steel Security Flanges
Base de Seguridad Acero inoxidable

20 LED’s

15 LED’s

• Surface Mount with Standard 4 Hole 
Mounting Pattern

• Mounting Gasket Included
• Poly-Carbonate Lens and Housing for 

Superior Light Distribution and Visibility
• Sealed Electronics are Moisture,

Corrosion and Vibration Proof

PRODUCT SPECS

Diameter: 7.00"
Depth: 1.38"
DOT/SAE: J1395, J1398, J592e, J585e, J222, J593c
Voltage: 12.8 VDC
Amp Draw: 250 Milliamps
Legal Heading: R
Mounting: Surface - Standard 4 Hole 
Connector: 3 Wire Leads

• Surface Mount with Standard 4 Hole 
Mounting Pattern

• Mounting Gasket Included
• Poly-Carbonate Lens and Housing for 

Superior Light Distribution and Visibility
• Sealed Electronics are Moisture,

Corrosion and Vibration Proof

PRODUCT SPECS

Diameter: 7.00"
Depth: 1.38"
DOT/SAE: J1395, J1398, J592e, J585e, J222, J593c
Voltage: 12.8 VDC
Amp Draw: Red 290, Amber 280
Legal Heading: I6P2S2T2A Red, I6PA Amber
Mounting: Surface - Standard 4 Hole 
Connector: 3 Wire Leads

M20311Y Amber/Ambar

• Meets P2PC Requirements for 45º Mounting
• Poly-Carbonate Lens
• Standard 1.50" Mounting Holes With 

Mounting Gasket
• 100,000 Hour Rated LED Life

PRODUCT SPECS

Depth: 3.25"
Height: 1.80"
Width: 2.5"
DOT/SAE: J592e
Voltage: 12.8 VDC
Amp Draw: 80 Milliamps
Legal Heading: P2PC
Connector: Bullet & Ring

17 LED’s

M20311R Red/Rojo

ILUMINACIÓN LED Y ACCESORIOS

M90061R Red/Rojo

7" Round S/T/T, Park/Front & Rear Turn
Lámpara 7", uso Freno/Direccional/Circulación para Autobús

1

Bus/Cab Triangle Combination Marker
Lámpara Triangular, uso Delimitadora de Cabina/Autobús

7" Round White Back-up Bus Lights
Lámpara 7" Blanca, uso Autobús luz de Reversa

M90450

 
Volt
12

 
Volt
12

 
Volt
12

Bus Lights Luces para Autobus Mounting Accessories
Accesorios de Montaje

M90081Y Amber/Ambar
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18 LED’s

32 LED’s

33 LED’s

4" Round RED Stop/Tail/Turn
Lámpara 4", uso Freno/Direccional/Circulación

• Patent Pending Lightning Designed Lens Optics 
• 5 Year Maxxima Warranty
• Poly-Carbonate Lens and Housing
• Solid State Circuit Board 
• Plated Brass Connector
• 100,000 Hour Rated LED Life 

PRODUCT SPECS

Diameter: 4.25" Grommet, 5.50" Flange
Depth: 1.88"
DOT/SAE: J1395, J1398, J585e
Voltage: 12.8 VDC
Amp Draw: 140 Milliamps
Legal Heading: I6S2T2
Mounting: Grommet or Flange 
3 each 3/16" Dia; 5" Dia Bolt Circle

Connector: PL - 3

M42320R Red/Rojo

44 LED’s

Stop/Tail Turn & Park/Rear Turn

9 LED’s

Va n t a g e
• Poly-Carbonate Lens and Housing Spin Welded
• 5 Year Warranty
• Plated Brass Connector
• Spin Welded Lens and Housing

PRODUCT SPECS

Diameter: 4.25"
Depth: 2.0"
DOT/SAE: J1395, J1398, J585e
Voltage: 12.8 VDC
Amp Draw: 250 Milliamps
Legal Heading: IGS2T2
Mounting: Grommet
Connector: PL - 2

M42323R Red/Rojo Flange 

4" Back-up Light
Lámpara 4" Blanca, uso Reversa
• Patent Pending Lightning Designed Lens Optics
• 100,000 Hour Rated LED Life   
• Poly-Carbonate Lens and Housing   
• 3 Hole Flange or Grommet Mount

PRODUCT SPECS

Diameter: 4.00"
Depth: 1.75"
DOT/SAE: J593c
Voltage: 12.8 VDC
Amp Draw: 160 Milliamps
Legal Heading: R
Mounting: Grommet
Connector: PL - 3

• Patent Pending Design Combines STT/ RT and
Back-Up Function in One Unit 

• Standard Three Hole Flange Mounting 
• Maxx-Shield Protective Polymer Coating

• Patent Pending Lightning Designed Lens Optics  

PRODUCT SPECS

Function: Backup, STT Red, Backup, RT Amber
DOT/SAE: JI398, J585, J1395, J593
Amp Draw: Backup 195 Milliamps 
STT Red 150 Milliamps
RT Amber 330 Milliamps
Legal Heading: Red - R, I6S2T2,
Amber - R/I6
Mounting: 3 Hole Flange Mount
3/16" Dia. Hole
Bolt pattern 5" Dia.
Connector: 2ea PL-3

4" Round Red Stop/Tail/Turn
Lámpara 4", uso Freno/Direccional/Circulación

M42322R Red/Rojo

4" Round Red Stop/Tail/Turn
Lámpara 4", uso Freno/Direccional/Circulación
• WSI – Wide Spectrum Illumination 5mm LED’s
• Poly-Carbonate Lens & Housing Spin Welded
• Plated Brass Connector
• 100,000 Hour Rated LED Life
• HVTC High Voltage Tolerance Circuitry

PRODUCT SPECS

Diameter: 4.25"
Depth: 2"
DOT/SAE: J1395, J1398, J585e
Voltage: 12.8 VDC
Amp Draw: 300 Milliamps
Mounting: Grommet
Connector: PL - 3 M42100R Red/Rojo

27 LED’s

Ovalada Back-up, S/T/T & Rear Turn
Lámpara Ovalada Hibrida, uso Freno/Direccional/Circulación y Reversa

HYBRID
S E R I E S 33 LED’s

27 LED’s

• Patent Pending Design Combines STT/RT and
Back-Up Function in One Unit 

• Standard Three Hole Flange Mounting 
• Maxx-Shield Protective Polymer Coating

• Patent Pending Lightning Designed Lens Optics  

PRODUCT SPECS

Function: Backup, STT Red, Backup, RT Amber
DOT/SAE: JI398, J585, J1395, J593
Amp Draw: Backup 195 Milliamps 
STT Red 150 Milliamps
RT Amber 290 Milliamps
Legal Heading: Red - R, I6S2T2,
Amber - R, I6
Mounting: 2 Hole Flange Mount
3/16" Dia. Hole
7 1/4" Center to Center
Connector: 2ea PL-3

2

M85639R Red/Rojo

M85639Y Amber/Ambar

HYBRID
S E R I E S

M85429R Red/Rojo

M85429Y Amber/Ambar

M42324 White/Blanca
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Volt
12

4" Round Back-up, S/T/T & Tear Turn
Lámpara 4" Hibrida, uso Freno/Direccional/Circulación y Reversa

Glosario de términos; la letra al terminar del numero de la piezas significa lo siguiente.
R = Rojo
Y = Ambar
CL = Lente Claro
DV = Doble Voltaje

RCL = Rojo Lente Claro
YCL = Ambar Lente Claro
R/Y = Rojo un lado y Ambar otro lado
RYCL = Rojo un lado y Ámbar otro lado, con Lente Claro
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15 LED’s

15 LED’s60 LED’s

9 LED’s

18 LED’s

M63324 White/Blanca

Oval White Back-up
Lámpara Ovalada Blanca, uso Reversa
• Patent Pending Lightning Designed Lens Optics
• 100,000 Hour Rated LED Life   
• Poly-Carbonate Lens and Housing   

PRODUCT SPECS

Width: 6.4"
Height: 2.2"
Depth: 1.6"
DOT/SAE: J593c
Amp Draw: 160 Milliamps
Legal Heading: R
Mounting: Grommet
Connector: PL - 3

M63323YCL Amber/Ambar 
Clear Lens

M63323Y Amber/Ambar

Oval Red Stop/Tail/Turn
Lámpara Ovalada, uso Freno/Direccional/Circulación

M63322R Red/Rojo

• Patent Pending Lightning Designed Lens Optics 
• 5 Year Maxxima Warranty
• Poly-Carbonate Lens and Housing
• Solid State Circuit Board 
• Plated Brass Connector
• 100,000 Hour Rated LED Life

PRODUCT SPECS

Width: 6.40" Grommet
Height: 2.20"
Depth: 1.63"
DOT/SAE: JI395, J1398, J585e
Voltage: 12.8 VDC
Amp Draw: 140 Milliamps
Legal Heading: I6S2T2
Connector: PL - 3

M63322RCL Red/Rojo Clear Lens

• Patent Pending Lightning Designed Lens Optics
• 5 Year Maxxima Warranty
• Poly-Carbonate Lens and Housing
• Solid State Circuit Board 
• Plated Brass Connector
• 100,000 Hour Rated LED Life

PRODUCT SPECS

Width: 6.40" Grommet
Height: 2.20"
Depth: 1.63"
DOT/SAE: JI395, J1398, J585e,J222
Voltage: 12.8 VDC
Amp Draw: 310 Milliamps
Legal Heading: I6P
Mounting: Grommet
Connector: PL - 3

M63322Y Amber/Ambar

M63322YCL Amber/Ambar
Clear Lens

M63100R Red/Rojo

M63100Y Amber/Ambar

• Poly-Carbonate Lens and Housing
• Plated Brass Connector
• Epoxy Sealed Electronics
• 100,000 Hour Rated LED Life
• Smart Chip Surge Protection 
• Maxx-Shield Protective Polymer Coating

PRODUCT SPECS

Width: 6.40"
Height: 2.2"
Depth: 1.6"
DOT/SAE: J1395, J1398, J585e
Voltage: 12.8 VDC
Amp Draw: Milliamps 430 Red, 400 Amber
Legal Heading: I6S2T2 Red, PP2 Amber
Mounting: Grommet
Connector: PL - 3

18 LED’s

• Patent Pending Lightning Designed Lens Optics 
• 5 Year Maxxima Warranty
• Poly-Carbonate Lens and Housing
• Solid State Circuit Board 
• Plated Brass Connector
• 100,000 Hour Rated LED Life

PRODUCT SPECS

Width: 6.4"
Height: 2.2"
Depth: 1.63"
DOT/SAE: J1395, J1398, J585e, J222
Amp Draw: 310 Milliamps
Legal Heading: 16P
Mounting: Grommet
Connector: PL - 3

M63323RCL Red/Rojo Clear Lens

M63323R Red/Rojo

ILUMINACIÓN LED Y ACCESORIOS

!Fiesta Luces!de

Oval Amber Park/Front & Rear Turn
Lámpara Ovalada Ámbar, uso Estacionamiento/Direccional 
y para uso trasera Direccional

3

Oval Red S/T/T & Amber PCAT
Lámpara Ovalada, uso Freno/Direccional/Circulación
y para uso de Estacionamiento/Direccional
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Oval Amber Park/Front & Rear Turn
Lámpara Ovalada Ámbar, uso Estacionamiento/Direccional
y para uso trasera Direccional, con base negra
• Patent Pending Lightning Designed Lens Optics 
• 5 Year Maxxima Warranty
• Poly-Carbonate Lens and Housing
• Solid State Circuit Board 
• Plated Brass Connector
• 100,000 Hour Rated LED Life

PRODUCT SPECS

Width: 6.4"
Height: 2.2"
Depth: 1.63"
DOT/SAE: J1395, J1398, J585e, J222
Amp Draw: 310 Milliamps
Legal Heading: 16P
Mounting: Grommet
Connector: PL - 3

Oval Red Stop/Tail/Turn Flange
Lámpara Ovalada, uso Freno/Direccional/Circulación 
Montada con base negra



15 LED’s12 LED’s

2 1/2" Rectangular Clearance Marker
Lámpara Rectangular 21/2", uso Delimitadora de Espacio

Clearance Marker Lights

12 LED’s

• Plugs into Existing Mounting Base
• 100,000 Hour Rated LED Life

PRODUCT SPECS

Width: 2.57"
Height: 1.25"
Depth: 1.00"
DOT/SAE: J592e
Voltage: 12.8 VDC
Amp Draw: 40 Milliamps
Legal Heading: P2
Mounting: Base

4" Combination Clearance Marker
Lámpara Combinación 4", uso Delimitadora de Espacio

• P2PC Combination Clearance Marker
• One Piece Sealed Unit
• Fits Standard 3" Mounting Holes
• 100,000 Hour Rated LED Life

PRODUCT SPECS

Width: 4.00"
Height: 2.00"
Depth: 1.0"
DOT/SAE: J592e
Voltage: 12.8 VDC
Amp Draw: 110 Milliamps
Legal Heading: P2PC
Mounting: Surface
Connector: Bullet & Ring

Chrome Oval Clearance Marker
Lámpara Ovalada, uso Delimitadora de Espacio/Circulación

• Easy Snap-On Stainless Steel Bezel 
Conceals Mounting Screws

• Ideal for Cab and Sleeper Panels
• 100,000 Hour Rated LED Life

PRODUCT SPECS

Width: 6.63"
Height: 2"
Depth: .75"
DOT/SAE: J592e
Voltage: 12.8 VDC
Amp Draw: 60 Milliamps
Legal Heading: P2
Mounting: Surface
Connector: PL - 2

• U.S. Patent No. D527837
• Easy Snap On Stainless Steel Bezel  

Conceals Mountin Screws
• Perfect for Cab or Sleeper Panels
• Completely Sealed Electronics   
• Plated Brass Connector

PRODUCT SPECS

Width: 5.9"
Height: 2.15"
Depth: 0.9"
DOT/SAE: J592e
Voltage: 12.8 VDC
Amp Draw: 60 Milliamps
Legal Heading: P2
Mounting: Surface
Connector: PL - 2

M27005YCL Amber/Ambar Clear Lens

• Stainless Steel Bezel
• Completely Sealed Electronics
• Solid State Circuit Boards
• 100,000 Hour Rated LED Life

PRODUCT SPECS

Width: 6.19"
Height: 2.0"
Depth: .94"
DOT/SAE: J592e
Voltage: 12.8 VDC
Amp Draw: 60 Milliamps
Legal Heading: P2
Mounting: Surface
Connector: Bullet & Ring

14 LED’s

• Plugs into Existing Mounting Base
• 100,000 Hour Rated LED Life

PRODUCT SPECS

Width: 4.07"
Height: 1.19"
Depth: 1.2"
DOT/SAE: J592e
Amp Draw: 50 Milliamps
Legal Heading: P2
Mounting: Base

M20332Y Amber/Ambar

M20332R Red/Rojo
M27005R Red/Rojo

M27005RCL Red/Rojo Clear Lens

M27005Y Amber/Ambar

M72270R Red/Rojo

M72270Y Amber/Ambar

M20320R Red/Rojo

M20325
Chrome

M20320Y Amber/Ambar

M20326
Black

4" Rectangular Clearance Marker
Lámpara Rectangular 4", uso Delimitadora de Espacio

M20350Y Amber/Ambar

M20356
Black

M20355
Chrome

M23015R Red/Rojo

M23015Y Amber/Ambar

M23015YCL Amber/Ambar 
Clear Lens

M23015RCL Red/Rojo
Clear Lens

"PETE" Light - Clearance Marker
Lámpara 6", uso Delimitadora de Espacio/Circulación

13 LED’s

M72270WCL White/Blanca 
Clear Lens

8 LED’s

M20350R Red/Rojo Clear Lens

4

6" Clearance Marker
Lámpara 6", uso Delimitadora de Espacio/Circulación
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M20350R Red/Rojo

M20332RCL Red/Rojo Clear Lens

Also Available in Clear Lens:
M72270YCL Amber/Ambar 

M72270RCL Red/Rojo

M20332YCL Amber/Ambar 
Clear Lens

M20350Y Amber/Ambar 
Clear Lens

Glosario de términos, las letras al final del número de pieza significan lo siguiente:
R = Rojo
Y = Ambar
CL = Lente Claro
DV = Doble Voltaje

RCL = Rojo Lente Claro
YCL = Ambar Lente Claro
R/Y = Rojo un lado y Ambar otro lado
RYCL = Rojo un lado y Ámbar otro lado, con Lente Claro



13 LED’s

7 LED’s

2 1/2" Round Clearance Marker
Lámpara Redonda 21/2", uso Delimitadora de Espacio

Luces!de

ILUMINACIÓN LED Y ACCESORIOS

13 LED’s

36 LED’s

• 100,000 Hour Rated LED Life   
• Poly-Carbonate Lens and Housing   
• Fits Standard Mounting Holes,

Grommets and Connectors

PRODUCT SPECS

Diameter: 2.50"
Depth: .69"
DOT/SAE: J592e
Voltage: 12.8 VDC
Amp Draw: 100 Milliamps
Legal Heading: P2
Mounting: Grommet
Connector: PL - 2

2" Round Clearance Marker
Lámpara Redonda 2", uso Delimitadora de Espacio

• U.S. Patent No. 7,273,306 B2
• Poly-Carbonate Lens 
• Plated Brass Connector 
• 100,000 Hour Rated LED Life
• Fits Standard Mounting Holes,

Grommets and Connectors

PRODUCT SPECS

Diameter: 2.5"
Depth: .75"
DOT/SAE: J592e
Voltage: 12.8 VDC
Amp Draw: 40 Milliamps
Legal Heading: P2
Mounting: Grommet 
Connector: PL - 2

2 1/2" Round Clearance Marker
Lámpara Redonda 21/2”, uso Delimitadora de Espacio

2" Round Clearance Marker
Lámpara Redonda 2", uso Delimitadora de Espacio
• U.S. Patent No. 7,273,306 B2
• Poly-Carbonate Lens 
• Plated Brass Connector 
• 100,000 Hour Rated LED Life
• Fits Standard Mounting Holes,

Grommets and Connectors

PRODUCT SPECS

Diameter: 2"
Depth: .75"
DOT/SAE: J592e
Voltage: 12.8 VDC
Amp Draw: 40 Milliamps
Legal Heading: P2
Mounting: Grommet 
Connector: PL - 2

M09250RCL Red/Rojo Clear Lens M11350RCL Red/Rojo Clear Lens

M09100RCL Red/Rojo Clear Lens

M09100R Red/Rojo M11300R Red/Rojo

M09250R Red/Rojo

5 LED’s

M09250Y Amber/Ambar M11350Y Amber/Ambar

M11350YCL Amber/Ambar
Clear Lens

M09100Y Amber/Ambar M11300Y Amber/Ambar

M11300RCL Red/Rojo Clear Lens

M11350R Red/Rojo

M11300YCL Amber/Ambar
Clear Lens

40 LED’s

Square Chrome Red/Amber Double Face Pedestal Lights
Lámpara Direccional Cuadrada, de 2 Tornillos

• 100,000 Hour Rated LED Life   
• Poly-Carbonate Lens and Housing   
• Epoxy Sealed Electronics are Moisture,

Corrosion abd Vibration Proof

PRODUCT SPECS

Width: 4.65"
Height: 4.65"
Depth: 2.47"
DOT/SAE: J1395, J1398, J585e, J594f
Voltage: 12.8 VDC
Amp Draw: 600 Milliamps
Legal Heading: ISTP/AP2
Mounting: Post
Connector: 3 Wire

Round Chrome Red/Amber Double Face Pedestal Lights
Lámpara Direccional Redonda, de 1 Tornillo

• 100,000 Hour Rated LED Life   
• Poly-Carbonate Lens and Housing   
• Chrome Polished Housing

PRODUCT SPECS

Diameter: 4"
DOT/SAE: J1395, J1398, J585e, J222
Voltage: 12.8 VDC
Amp Draw: 600 Milliamps
Legal Heading: I6PS2T2
Mounting: Hole 9/16"
Connector: 3 Wire

• 100,000 Hour Rated LED Life   
• Poly-Carbonate Lens and Housing   
• Fits Standard Mounting Holes,

Grommets and Connectors

PRODUCT SPECS

Diameter: 2.00"
Depth: .69"
DOT/SAE: J592e
Voltage: 12.8 VDC
Amp Draw: 60 Milliamps
Legal Heading: P2
Mounting: Grommet
Connector: PL - 2

M42333R/Y    M42333RYCL M42328R/Y

M42328RYCL
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M42332R/Y    M42332RYCL

M09100YCL Amber/Ambar 
Clear Lens

M09250YCL Amber/Ambar
Clear Lens

!Fiesta



ILUMINACIÓN LED Y ACCESORIOS

125 CABOT CT.  HAUPPAUGE,  NY 11788 USA I TEL:  631.434.1200  FAX:  631.952.0349 I www.maxxima.com

DESIGNED IN AMERICA
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