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“DON’T JUDGE EACH DAY BY THE 
HARVEST YOU REAP BUT BY THE  
SEEDS YOU PLANT.” 

2

Robert Loui s Stevenson

| MAXXIMA

As a company we value

•  Our employees and partners

•  �A good reputation because if ever destroyed can never  
be restored, even with substantial financial resources

•  �Honesty, candor, respect and integrity as a guide

•  �Enthusiasm to deliver outstanding customer service 

•  Finding and developing talented individuals

•  �Innovation, creativity and product quality

OUR  
MISSION

OUR  
VALUES

To conquer darkness, provide  
illumination and safety at all  
times with technologi cally  
advanced lighting devi ces.

MAXXIMA MISSION AND VALUES STATEMENT



AND

CONTENT 2022 

THIS MAXXIMA 2022 CATALOG SUPPLEMENT CONTAINS 
NEW PRODUCTS AND PRODUCT UPGRADES SINCE THE 2021 
MAXXIMA CATALOG. SEE THE FULL 2021 MAXXIMA CATALOG 

FOR ADDITIONAL LIGHTS AND ACCESSORIES.
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Dual Color LED Bar 
Amber Turn Signal, White DRL, or optional Flashing Warning

100-Degree Adjustable Swivel Bracket 
Bottom Mount or Rear Mount

2.7” to 3.5” Adjustable Bolts

Integrated DT04 Deutsch-Style Connector  
with 8-foot Shielded Cable

The MSPHL-20DRL Series is an Externally-Mounted Headlamp designed for Snow Plow and other Industrial applications.  
This multi-function Headlamp comes with a built-in Amber Turn Signal (LH or RH) and White DRL Daytime Running Light / 
Park Light (SAE P). The center LED bar uses 2 color Amber/White LEDs that will function as DRL, Park, Amber Turn, or  
Flashing Warning.

The durable 3mm thick High Impact Glass lens incorporates optional MaxxHeat Heated Lens Technology which turns on 
automatically as needed to keep snow and ice melted. The universal design can be mounted on left or right side of the  
vehicle using the 100-degree adjustable swivel bracket – which accommodates a bottom-mount or a rear-mount  
application. It comes with an 8.2 foot shielded 6-conductor cable assembly for easy Installation which plugs into the  
integrated Deutsch-style DT04-6P water-proof connector. The two robust M10 mounting bolts are adjustable side to side 
between 2.7 inches and 3.5 inches center to center. The MSPHL-20 Series is built with a cast aluminum housing and high 
impact glass and polycarbonate lens and is backed by a 3-year warranty.

MSPHL-20DRL-SERIES MULTI-FUNCTION HEADLIGHT, TURN SIGNAL, DRL,  
PARKING LAMP, AND FLASHING WARNING LIGHT

 MSPHL-20 SERIES SNOW PLOW HEADLIGHT
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PART NUMBER DESCRIPTION SPECIFICATIONS

MSPHL-20DRL SNOW PLOW HEADLIGHT 6” X 9” 2-POST Voltage 12/24VDC

MSPHL-20DRL-MH SNOW PLOW HEADLIGHT MAXXHEAT 6” X 9” 2-POST Amp Draw Low Beam 1.2A  High Beam 2.2A  

Heat 4.0A,  Max Amp 7.5A (MH Model) 

Dimensions 9.0”W  x  6.3”H  x  3.7”D

Connector Integrated DT04-6P, Includes 8.2 foot shielded 

6-conductor cable, DT06-6S x blunt cut

LEDs 24 Total (20 Amber/White, and 4 High Power LEDs)

Legal Heading DOT VOL SAE HL DRL I5 P W-1

DOT/SAE FMVSS108/CMVSS108 SAE J2087, J2650, J595

FEATURES

•  �Multi-Function Headlight, Turn Signal, DRL, Parking Lamp,  
and Flashing Warning

•  �DOT FMVSS108 Complaint (All functions)
•  �Available with MaxxHeat Heated Lens, Automatically Activates
•  �Optional SAE J595 Class 1 Flashing Warning Light
•  �Integrated Turn Signal and DRL / Park Light

•  �Universal - Left or Right Mount
•  �2-Stud Mount with Adjustable Swivel Bracket
•  �8.2 foot Shielded Cable for Easy Install
•  �100-degree Swivel Bracket for Bottom-Mount or Rear-Mount
•  �Weight 5lb 4oz (5lb 5oz - MH Model)
•  �3 Year Warranty

 MSPHL-20 SERIES SNOW PLOW HEADLIGHT  H
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LED WORK LIGHTS
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PART NUMBER DESCRIPTION

MWL-32 1.9” X 5.9” SURFACE MOUNT SCENE LIGHT / WORK LIGHT

SPECIFICATIONS

Lumens 1,800

Voltage 12/24VDC Dual Voltage

Amp Draw 1.6A/12V  0.8A/24V

Dimensions 5.9”W  x  1.9”H  x  1.6”D

Connector 2 Jacketed Leads Blunt Cut, 16”

Mounting 2 Hole Surface, 5-9/32” Center to Center

LEDs 52

FEATURES

•  1,800 Lumen Exterior Mount

•  Work Light / Scene Light / Load Light

•  Includes 2 mounting pads & SS Screws

•  Polycarbonate Lens

•  Cast Aluminum Housing

•  5 Year Warranty
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MWL-32  1,800 LUMEN WORK LIGHT / SCENE LIGHT / LOAD LIGHT
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MWL-63  6” OVAL LED WORK LIGHT 550 LUMENS DRYFIT

MWL-32  1,800 Lumen Work Light / Scene Light / Load Light

Directs light in a 
downward angle

PART NUMBER DESCRIPTION

MWL-63 6” OVAL LED WORK LIGHT, DRYFIT
MWL-63-X 6” OVAL LED WORK LIGHT, DRYFIT – BULK PACK

SPECIFICATIONS

Lumens 550

Voltage 12.8VDC

Amp Draw 0.5A

Dimensions 6.45” L  x  2.26” W  x  0.83”D

Connector DryFit

Mounting 6” Oval Grommet

LEDs 12

FEATURES

•  6” Oval Grommet Mount Work Light

•  550 Lumens

•  DryFit Connector

•  Thin Profile

•  Polycarbonate Lens

•  5 Year Warranty
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Includes Pigtail  
Connector

Integrated DT04  
Connector
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MWL-64 3,600 LUMEN LED WORK LIGHT

PART NUMBER DESCRIPTION

MWL-64 SQUARE LED WORK LIGHT 3,600 LUMEN

SPECIFICATIONS

Lumens 3,600

Voltage 12/24VDC

Amp Draw 3.0A 12.8V / 1.5A 24V

Dimensions 5.3” W  x  3.9”H  x  2.3” D

Mounting M10 Stainless Steel Bolt

Connector Integrated DT04-2P Deutsch-style

Includes Pigtail DT06-2S, 5” long, blunt cut

LEDs 9

FEATURES
•  Compact High Power Work Light

•  12/24VDC Dual Voltage

•  9 LEDs / 3,600 Lumens

•  Deutsch-style connector cast into housing

•  Includes pigtail connector, DT06 to blunt cut, 5” long

•  Polycarbonate Lens, Cast Aluminum Housing

•  5 Year Warranty

PART NUMBER

MWL-47 5.75” LOW PROFILE LED WORK LIGHT 2,100 LUMENS

MWL-48 8.5” LOW PROFILE LED WORK LIGHT 2,900 LUMENS

SPECIFICATIONS MWL-47 MWL-48

Lumens 2,100 2,900
Voltage 12/24VDC 12/24VDC
Amp Draw 1.6A 12.8V / 0.9A 24V 2.2A 12.8V / 1.2A 24V
Dimensions 5-3/4” W  x  1-5/8” H  x  1-7/8” D 8-1/2” W  x  1-5/8” H  x  1-7/8” D
Mounting M10 Stainless Steel Bolt M10 Stainless Steel Bolt
Connector 2 Leads Blunt Cut, 11” 2 Leads Blunt Cut, 11”
LEDs 6 8

FEATURES

•  2 New High Power, Low-Profile LED Work Lights
•  MWL-47 is 5-3/4” Long, 6 LED, and 2,100 Lumens
•  MWL-48 is 8-1/2” Long, 8 LED, and 2,900 Lumens
•  Adjustable Swivel Mounting Bracket
•  Stainless Steel Mounting and Hardware
•  Polycarbonate Lens, Aluminum Housing
•  5 Year Warranty

MWL-47

MWL-48

Top ViewAdjustable Swivel Bracket
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MWL-47 AND MWL-48 LOW PROFILE LED WORK LIGHTS
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LED WORK LIGHT UPGRADES
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UL Recognized

PART NUMBER DESCRIPTION

MWL-28 ROUND LED WORK LIGHT 1,400 LUMENS

UPGRADED SPECIFICATIONS FEATURES

Lumens 1,400 •  Color Retail Packaging
Voltage 12/24VDC •  6 LED / 1400 Lumens
Amp Draw 1.4A 12V / 0.7A 24V •  Dual Voltage 12/24VDC
Dimensions 4.7” Diam  x  1.6” Deep •  �Black Aluminum Housing
Mounting 5/16” Stainless Steel Bolt •  �Polycarbonate Lens
Connector 2 Jacketed Leads Blunt Cut, 11” •  UL Recognized
LEDs 6 •  5 Year Warranty

 F
I V

E  Y E A R  W A R R A

N
T

Y5 F
IV

E YEAR WARRANTY
 

MWL-28 ROUND 6 LED WORK LIGHT 1,400 LUMEN 12/24VDC

PART NUMBER DESCRIPTION

MWL-29 RECTANGLE LED WORK LIGHT 1,400 LUMENS

UPGRADED SPECIFICATIONS FEATURES

Lumens 1,400 •  Color Retail Packaging
Voltage 12/24VDC •  6 LED / 1400 Lumens
Amp Draw 1.4A 12V / 0.7A 24V •  Dual Voltage 12/24VDC
Dimensions 5.9” W  x  3.6” H  x  1.5” D •  Black Aluminum Housing
Mounting 5/16” Stainless Steel Bolt •  Polycarbonate Lens
Connector 2 Jacketed Leads Blunt Cut, 11” •  5 Year Warranty
LEDs 6
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MWL-29 RECTANGLE 6 LED WORK LIGHT 1,400 LUMEN 12/24VDC

PART NUMBER DESCRIPTION

MWL-30 SQUARE LED WORK LIGHT 1,400 LUMENS

UPGRADED SPECIFICATIONS FEATURES

Lumens 1,400 •  Color Retail Packaging
Voltage 12/24VDC •  6 LED / 1400 Lumens
Amp Draw 1.4A  12V / 0.7A  24V •  Dual Voltage 12/24VDC
Dimensions 4.7” W  x  4.2” H  x  1.7” D •  Black Aluminum Housing
Mounting 5/16” Stainless Steel Bolt •  Polycarbonate Lens
Connector 2 Jacketed Leads Blunt Cut, 11” •  5 Year Warranty
LEDs 6
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AVAILABLE JUNE 2022 MWL-30 NOW 1,400 LUMENS 12/24VDC
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SPECIFICATIONS

M84454 M84450 M84451 M84452 M84453
12” RIGID STRIP, LOW PROFILE 18” RIGID STRIP, LOW PROFILE 24” RIGID STRIP, LOW PROFILE 36” RIGID STRIP, LOW PROFILE 48” RIGID STRIP, LOW PROFILE

Length 13.4”L 19.2 L 25.3 L 37.1 L 48.8 L

Width x Depth 0.9”  W  x  0.4” D 0.9”  W  x  0.4” D 0.9”  W  x  0.4” D 0.9”  W  x  0.4” D 0.9”  W  x  0.4” D

LEDs 36 48 72 101 144

Lumens 470 650 900 1400 1800

Voltage 12.8VDC 12.8VDC 12.8VDC 12.8VDC 12.8VDC

Amp Draw 0.7A 0.9A 1.2A 1.7A 2.0

Connector 2 Wires Blunt Cut, 6” 2 Wires Blunt Cut, 6” 2 Wires Blunt Cut, 6” 2 Wires Blunt Cut, 6” 2 Wires Blunt Cut, 6”

Great for Interior Cabinet Lighting. 
IP53 Rated. Rugged Polycarbonate Lens.

M84451 

M84450 

M84452 

M84453 

M84454

NEW

FEATURES

•  Ultra Low Profile Design •  �ABS Body & Polycarbonate Lens

•  Frosted Lens with Wide Beam Angle •  �5 Year Warranty
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M84450-SERIES RIGID STRIP LIGHTS
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DUAL-COLOR LED MLS-SERIES FLEXIBLE STRIP LIGHTS
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Optional M50910  
(Sold Separately)

Dual Color / Dual Function —  
WHITE Step Light (Steady On)

Dual Color / Dual Function —  
AMBER Flashing Warning Light  

(when combined with M50910 Flasher)

Two 36” MLS-3654WYCL  
shown here
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MLS-SERIES FLEXIBLE PVC JACKETED LED STRIP LIGHTS.
NOW AVAILABLE IN 60” DUAL COLOR

SPECIFICATIONS

MLS-SERIES

Voltage 12.8VDC

Dimensions Length (as shown) x 0.5” W x 0.2” D

Mounting 3M Adhesive Tape

Connector 3 Wires Blunt Cut

Warranty 5 Year / 1 Year if Applied to Exterior Surfaces

FEATURES

•  PVC Outer Jacket

•  Wire Strain Relief

•  Easy to Install 3M Adhesive Tape

•  Completely Sealed Moisture Proof Electronics

SPECIFICATIONS

M50910

Voltage 12.8VDC

Dimensions 2.6” W x 1.8” H x 0.6” D

Mounting (2) 3/16” Holes

Connector 7 Wires Blunt Cut, 11”

Warranty 1 Year

FEATURES

•  16 Flash Patterns

•  20 Amp Heavy Duty Flasher

PART NUMBER DESCRIPTION

MLS-6090WYCL WHITE/AMBER LED ADHESIVE STRIP LIGHT 60” 90 LED 45 WHITE / 45 AMBER
MLS-3654WYCL WHITE/AMBER LED ADHESIVE STRIP LIGHT 36” 54 LED 27 WHITE / 27 AMBER
M50910 LED FLASHER CONTROL MODULE

NEW
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PART NUMBER DESCRIPTION

M42720Y WARNING BEACON AMBER LED 5” 12 - 80VDC

SPECIFICATIONS

LEDs 12

Voltage 12 - 80VDC

Amp Draw 1.5 A

Dimensions 5.1” Diam.  x  3.8”H

Mounting 3 Hole Flange Mount, 4-1/2” Bolt Circle

Connector 2 Leads Blunt Cut, 7”

Legal Heading SAE W3-1

DOT/SAE J845 Class 1

FEATURES

•  SAE Class 1 Amber LED Beacon

•  3 Hole Flange Mount - 5.1” Diam. Base x 3.8”Tall

•  Quad Flash Only - Simple 2 Wire Installation

•  10-80VDC Multi-Voltage

•  Permanent Mount

•  Polycarbonate Lens, Reinforced Nylon Base

•  Retail Packaging

•  5 Year Warranty
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M42720Y LED WARNING BEACON 
LOW PROFILE 5” CLASS 1 LED AMBER FLASHING WARNING BEACON
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M42710Y LOW PROFILE 3” CLASS 1 LED AMBER FLASHING WARNING BEACON

PART NUMBER DESCRIPTION

M42710Y WARNING BEACON AMBER LED 3” 12 - 80VDC

SPECIFICATIONS

LEDs 20

Voltage 10-80VDC

Amp Draw 1.8A / 12V 0.9A / 24V

Dimensions 3” Diam. x 2.6”H  x  3.9”W at Mounting Feet

Mounting 2 Hole Surface 3-3/8” Center to Center

Connector 3 Jacketed Leads Blunt Cut, 12”

Legal Heading W3-1

DOT/SAE SAE J845 Class 1

FEATURES

•  Compact Size—Only 2.6” Tall x 3” Diameter

•  SAE Class 1 Amber LED Flashing Warning Beacon

•  12 Programmable Flash Patterns

•  10-80VDC Multi-Voltage

•  Permanent Mount—Mounting Screws Included

•  Polycarbonate Lens, Cast Aluminum & PC Housing

•  Retail Packaging

•  5 Year Warranty
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1-1/4” CLEARANCE MARKER & FLASHING WARNING DUAL COLOR, DUAL FUNCTION,  
2 LIGHTS IN 1 — AND SINGLE COLOR, DUAL FUNCTION

AMBER RED

AMBER/WHITE RED/WHITE

SPECIFICATIONS FEATURES

LEDs 4 (YCL-DC: 4 Amber) •  DOT FMVSS 108 Compliant
    (RYCL-DC: 2 Red, 2 Amber)     - Red/Amber P2 P3 (in Red)
    (YWCL-DC: 2 Amber, 2 White)     - Red and Red/White P2
    (RCL-DC: 4 Red)     - Amber and Amber/White P2PC
    (RWCL-DC: 2 Red, 2 White) •  AND Flashing Warning Device

Voltage 12.8VDC •  SAE J595 Class 2 and Class 3
Amp Draw 140mA Max Amp •  Available in 5 models (Red, Red/Amber, Red/White, 
Dimensions     Amber, Amber/White)
  - Light Only 1.25” Diam.  x  0.6” H (1.2” OAL) •  Built-in Flasher - 28 Patterns
  - Grommet 1.75” Diam. (Grommet) •  Polycarbonate Lens and Housing
Mounting Grommet fits 3/4” Hole •  �5 Year Warranty
Connector 4 Jacketed Leads 180 Bullets, 7”
Legal Heading
  - Red / Amber P2 P3, W-2
  - Amber Models P2 P3 PC2, W-2
  - Red Models P2, W-2
DOT/SAE J592, J595 Class 2

SHOWN WITH OPTIONAL  
M50118 Stainless Steel Bezel

4 Wires with Jacketing  
.180 Bullet Terminals

1-1/4” Light Head  
Fits 3/4” Hole

0.6”
0.75”

1.25”

AVAILABLE IN RED/AMBER

AMBER

RED

PART NUMBER DESCRIPTION

M09450RYCL-DC 1-1/4” ROUND P2 P3 CM RED / AMBER CLEAR LENS AND FLASHING WARNING
M09450RCL-DC 1-1/4” ROUND P2 CM RED CLEAR LENS AND FLASHING WARNING
M09450RWCL-DC 1-1/4” ROUND P2 CM RED-WHITE CLEAR LENS AND FLASHING WARNING
M09450YCL-DC 1-1/4” ROUND P2PC CM AMBER AND FLASHING WARNING
M09450YWCL-DC 1-1/4” ROUND P2PC CM AMBER CLEAR LENS AND FLASHING WARNING
M50118 OPTIONAL 1-1/4” STAINLESS STEEL GROMMET COVER
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ROUND HYBRID STT & BU + WARN AND + WORK LIGHT

PART NUMBER DESCRIPTION

M85417R 5.5” ROUND HYBRID COMBINATION STT & BACK UP LIGHT
M85417R-X 5.5” ROUND HYBRID COMBINATION STT & BACK UP LIGHT - BULK PACK
M85417R-KIT 5.5” ROUND HYBRID COMBINATION STT & BACK UP LIGHT + (2) M50900 PL3 PIGTAIL
M85427R-YCL 5.5” ROUND STT & BU & AMBER WARN FLANGE MOUNT
M85437R-WL 5.5” ROUND FLANGE MOUNT STOP TURN TAIL / BACK UP / WORK LIGHT

STT &
 CM

M85417R
4” Round Red S/T/T & 5-1/2” Back-Up Flange

M85427R-YCL with Amber Warning
4” Round Red S/T/T & 5-1/2” Back-Up Flange

M85437R-WL with Work Light
4” Round Red S/T/T & 5-1/2” Back-Up Flange

Includes Mounting
Screws and Screw Caps

M85417R-KIT  
Includes (2) M50900 PL3 Connectors

SPECIFICATIONS M85417R M85477R-YCL M85437R-WL

LEDs 21 (12 Red, 9 White) LEDs 30 (12 Red, 9 White, 9 Amber) LEDs 21 (12 Red, 9 White)
Voltage 12.8VDC Voltage 12.8VDC Voltage 12.8VDC
Amp Draw BU 0.2A, Tail 20mA, Stop 0.2A Amp Draw 0.6A Max Amp (Stop + Warn) Amp Draw BU 0.2A, Tail 20mA, Stop 0.2A, WL 1.0A
Dimensions 5.5” Diam  x  0.5” Depth BU 0.2A, Tail 20mA, Stop 0.2A Dimensions 5.5” Diam  x  0.5” Depth
Mounting 3-Hole Flange Mount (3) 3/16” holes Amber Turn 100mA, Warn 0.4A Mounting 3-Hole Flange Mount (3) 3/16” holes

Hole cutouts: 1-3/16” for cable exit Dimensions 5.5” Diam.  x  0.5” Depth Hole cutouts: 1-3/16” for cable exit
Connector (2) PL-3 Female, 10” Wire Mounting 3-Hole Flange Mount (3) 3/16” Holes Connector 5 Leads Blunt Cut, 10”

*M85417R-KIT includes (2) M50900 Hole Cutouts: 1-3/16” for cable exit Legal Heading R, I6 S2 T2
Legal Heading R, I6 S2 T2 Connector 7 Leads Blunt Cut, 10” DOT/SAE J593, J2040, J2261
DOT/SAE J593, J2040, J2261 Legal Heading R, I6 S2 T2, W-1 Lumens 1,000 (Work Light), 310 (Backup)

DOT/SAE J593, J2040, J2261, J595

FEATURES

•  5.5” Round Flange Mount Stop/Turn/Tail & Back-Up Light •  MODEL # M85427R-YCL
•  Patented Hybrid Series with Lightning Optics     -  All-In-One S/T/T & Back-Up & Dual Color Amber White Flashing Warning
•  US Patent No 8,009,364 8,052,313 8,717,679 B2     -  SAE J595 Class 1 Warning Device
•  DOT FMVSS108 / CMVSS108 Compliant     -  Amber Turn for trucks with dedicated turn wire (4-wire S/T/T circuit)
•  Neoprene Gasket Attached     -  Flash Amber Only, White Only, or Amber / White Dual Color
•  Mounting Screws and Screw Caps Included •  MODEL # M85437R-WL
•  Polycarbonate Lens & Housing     -  Dual Function Flange Back-Up Light & Work Light
•  5 Year Warranty     -  310 Lumen Back-Up / 1,000 Lumen Work Light
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ROUND HYBRID SERIES



| MAXXIMA14
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 PART NUMBER DESCRIPTION

M42322RDF 4” RED STT, DRYFIT
M42322RDF-X 4” RED STT, DRYFIT - BULK PACK
M42322RCLDF 4” RED/CLEAR LENS STT, DRYFIT
M42322R-DVDF 4” RED STT 12/24VDC DUAL VOLTAGE, DRYFIT
M50908 DRYFIT PIGTAIL

SPECIFICATIONS FEATURES
LEDs 9 •  4” Round STT
Voltage 12.8VDC •  Patented Lightning Optics
Amp Draw 240mA •  US Patent No. 8,009,364
Dimensions 4.3” Diam. x 1.8” Depth •  �US Patent No. 8,717,679 B2
Mounting Grommet/Surface/Flange •  Superior Lens Optics
Connector DryFit •  Sealed Moisture Proof Electronics
Legal Heading I6S2T2 •  Polycarbonate Lens & Housing
DOT/SAE J2040, J2261 •  5 Year Warranty

4” ROUND STT 9 LED

4” ROUND AMBER PARK / FRONT & REAR TURN

M42324-A 4” LED BACK UP LIGHT

M42322RDF-X  
Bulk Pack

M50908 DryFit Pigtail
(Sold Separately)
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S PART NUMBER DESCRIPTION
M42339YDF 4” AMBER, DRYFIT

SPECIFICATIONS FEATURES
LEDs 9 •  4” Round Amber
Voltage 12.8VDC •  Park/Front & Rear Turn
Amp Draw 180mA •  Patented LightningS Optics
Dimensions 4.3” Diam. x 1.8” Depth •  �US Patent No. 8,009,364
Mounting Grommet •  �US Patent No. 8,717,679 B2
Connector DryFit •  Polycarbonate Lens & Housing
Legal Heading I6P •  5 Year Warranty
DOT/SAE J1395, J222

M42324-ADF  
DryFit Connector

M42324-A PL-3  
Connector

PART NUMBER DESCRIPTION
M42324-A 4” ROUND BACK-UP SERIES -A WITH PL-3
M42324-AX 4” ROUND BACK-UP SERIES -A WITH PL-3 - BULK PACK
M42324-ADF 4” ROUND BACK-UP SERIES -A DRYFIT
M42324-ADV 4” ROUND BACK-UP SERIES -A WITH PL-3 DUAL VOLTAGE 12/24VDC

SPECIFICATIONS FEATURES
LEDs 18 •  DOT FMVSS108 Compliant for 1-Lamp
Voltage 12.8VDC     and 2-Lamp Simultaneously

  - ADV Model 12/24VDC •  Available in PL-3 Connector or DryFit Connector
Amp Draw 280mA (12.8V) •  Available in Dual Voltage 12/24VDC (-ADV Model)
  - ADV Model 190mA (24V) •  Bright White 5500K CCT, 330 Lumens
Dimensions 4.3” Diam.  x  1.9” D •  Patented Lightning Lens Optics
Mounting Grommet Mount •  US Patent No. 8,009,364 and 8,717,679B2
Connector PL-3 Integrated •  Polycarbonate Lens & Housing
  - ADF Model DryFit Integrated •  Retail Pack or Bulk Pack Available
Legal Heading R •  5 Year Warranty
DOT/SAE FMVSS108, J593
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6” OVAL DRYFIT
STT &

 CM

Optional M50607 Grommet

Our Popular M63350 - Series is Now Available with .180 Bullet Connectors F
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M63351R-X / M63351Y-X 6” OVAL STT & AMBER TURN

PART NUMBER DESCRIPTION
M63351R-X 6” OVAL RED STT THIN PROFILE SURFACE OR GROMMET MOUNT .180 BULLETS - BULK PACK

M63351Y-X 6” OVAL AMBER TURN THIN PROFILE SURFACE OR GROMMET MOUNT .180 BULLETS - BULK PACK

M50607 6” OVAL LOW PROFILE GROMMET

SPECIFICATIONS
LEDs 14
Voltage 12.8VDC
Amp Draw 230mA (Stop) 15mA (Tail)
Dimensions 6.5”W  x  2.3”H  x  0.5” D
Mounting 2 Hole Surface, 5.5” C to C,

or Optional M50607 Grommet 
Connector 3 Wires .180 Bullers, 6”
Legal Heading I6 S2 T2 U3
DOT/SAE FMVSS108, J1395, J1398,

J585, J594, J1957

FEATURES
•  DOT FMVSS108 Compliant
•  M63351R-X Stop/Turn/Tail or
    CHMSL Center High Mount Stop Light
•  M63351Y-X Amber Park / Rear Turn
•  Surface Mount—Mounting Screws & Caps Included
    Included,or Optional M50607 Grommet Mount
•  Polycarbonate Lens & Housing
•  Bulk Pack Only
•  5 Year Warranty

Our Popular M63350 - Series is Now Available with .180 Bullet Connectors

M63322RDF

PART NUMBER DESCRIPTION
M63322RDF 3-PIN PL-3 SPLITTER ADAPTER, 2 MALE TO 1 FEMALE PL-3, 12”

SPECIFICATIONS
LEDs 14
Voltage 12.8VDC
Amp Draw 230mA (Stop) 15mA (Tail)
Dimensions 6.5”W  x  2.3”H  x  0.5” D
Mounting 2 Hole Surface, 5.5” C to C,

or Optional M50607 Grommet 
Connector 3 Wires .180 Bullers, 6”
Legal Heading I6 S2 T2 U3
DOT/SAE FMVSS108, J1395, J1398,

J585, J594, J1957

FEATURES
•  DOT FMVSS108 Compliant
•  M63351R-X Stop/Turn/Tail or
    CHMSL Center High Mount Stop Light
•  M63351Y-X Amber Park / Rear Turn
•  Surface Mount—Mounting Screws & Caps Included
    Included,or Optional M50607 Grommet Mount
•  Polycarbonate Lens & Housing
•  Bulk Pack Only
•  5 Year Warranty
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M25100L

FRONT BACKSIDE

Includes License 
Plate Mounting Kit

M25102LBLK-X

M25102LCH-X

M25102L LED LICENSE LIGHTS
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PART NUMBER DESCRIPTION
M25100L LED LICENSE LIGHT 2-STUD
M25100L-X LED LICENSE LIGHT 2-STUD – BULK PACK

SPECIFICATIONS
LEDs 4
Lumens 50
Voltage 12.8VDC
Amp Draw 70mA
Dimensions 2.7” W  x  1.6” H  x  2.8” D
Mounting 2 #10 Studs, 1-7/8” Center to Center
Connector 2 Leads Blunt Cut, 4”
Legal Heading L
DOT/SAE FMVSS108/CMVSS108, SAE J587

FEATURES
•  DOT FMVSS108 Compliant LED License Light
•  2-Stud Mount
•  1-Lamp or 2-Lamp Systems
•  Acrylic Lens and PVC Housing
•  Retail Pack or Bulk Pack
•  5 Year Warranty

PART NUMBER DESCRIPTION
M25102LBLK-X LED LICENSE LIGHT AND BRACKET, BLACK HOUSING
M25102LCH-X LED LICENSE LIGHT AND BRACKET, CHROME HOUSING

SPECIFICATIONS
LEDs 2
Lumens 45
Voltage 12.8VDC
Amp Draw 35mA
Dimensions 8.5” W  x  2.9” H  x  2.3” D
Mounting 2 Hole Surface 3.5” Center to Center
  - License Plate Mount: 2 Oval Slots 6-3/8” C to C, 5.75” min—7.0” max
Connector 2 Leads Blunt Cut, 6”
Legal Heading L
DOT/SAE FMVSS108/CMVSS108, SAE J587

FEATURES
•  DOT FMVSS108 Compliant LED License Light
•  LED License Light and License Plate Bracket Assembly
•  1-Lamp System
•  Includes License Plate Mounting Kit
•  Individually Bagged
•  Bulk Pack Only
•  5 Year Warranty

ST
T 

&
 C

M

M25100L LED LICENSE LIGHTS

LED LICENSE LIGHTS
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2.75” W

1.5” H

2.0” D

LED LICENSE LIGHTS

M25202L-X with  
Female PL-10

PART NUMBER DESCRIPTION
M25201L LED LICENSE LIGHT, 1” ROUND X 1.75”, STEEL BRACKET
M25201L-X LED LICENSE LIGHT, 1” ROUND X 1.75”, STEEL BRACKET – BULK PACK

SPECIFICATIONS FEATURES
LEDs 4 •  DOT FMVSS108 Compliant LED
Lumens 12     License Light
Voltage 12.8VDC •  2-Lamp Systems
Amp Draw 40mA •  Polycarbonate Lens and
Dimensions 1.5” Diam. x 1.7” Deep     Aluminum Housing
Mounting 1.25” Hole •  Retail Pack or Bulk Pack
Connector 2 Leads Blunt Cut, 7” •  5 Year Warranty
Legal Heading L
DOT/SAE FMVSS108/CMVSS108, SAE J587

PART NUMBER DESCRIPTION

M25200L LED LICENSE LIGHT, 1.7” X 1” WITH BEZEL, BLUNT CUT WIRES
M25200L-X LED LICENSE LIGHT, 1.7” X 1” WITH BEZEL, BLUNT CUT – BULK PACK
M25202L-X LED LICENSE LIGHT, 1.7” X 1” WITH BEZEL, PL-10 CONNECTOR – BULK PACK

SPECIFICATIONS FEATURES
LEDs 4 •  DOT FMVSS108 Compliant LED
Lumens 70     License Light
Voltage 12.8VDC •  1-Lamp or 2-Lamp Systems
Amp Draw 90mA •  Acrylic Lens and Aluminum Housing
Dimensions •  Retail Pack or Bulk Pack
  - Light only: 1.7” W  x  0.75” H  x  0.96” D •  5 Year Warranty
  - With bezel: 2.5” W  x  0.9” H  x  1.2” D
Mounting 2 Hole Surface 2” Center to Center
Connector 2 Leads Blunt Cut, 12”
  - M25202L 2 Female PL-10, 12”
Legal Heading L
DOT/SAE FMVSS108/CMVSS108, SAE J587
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M25200L / M25202L-X LED LICENSE LIGHT WITH BEZEL

PART NUMBER DESCRIPTION
M25210L-X LED LICENSE LIGHT, 1.4” ROUND X 2.0” STEEL BRACKET – BULK PACK

UPGRADED SPECIFICATIONS FEATURES
LEDs 2 •  DOT FMVSS108 Compliant LED
Voltage 12.8VDC     License Light
Amp Draw 100mA •  1-Lamp or 2-Lamp Systems
Dimensions 2.75” W  x  1.5” H  x  2.0” D •  Bulk Pack Only
Mounting 2 Hole Surface 1.95” Center to Center •  Polycarbonate Lens
Connector 2 Leads Blunt Cut, 5.5” •  Steel Base with Chrome-Plated
Legal Heading L     Steel Housing
DOT/SAE FMVSS108, J587 •  5 Year Warranty
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M25210L-X ROUND 2” TALL LED LICENSE LIGHT

STT &
 CM

 F
I V

E  Y E A R  W A R R A

N
T

Y5 F
IV

E YEAR WARRANTY
 

M25201L ROUND LED LICENSE LIGHT
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LED LICENSE LIGHTS

The New M25301L and M25302L are Snap-in LED License Lights and can be used with the M50250 Gray  
Housing, sold separately, or to replace existing License Lights. They can also be used as interior courtesy  
lights with the M20325 or M20328 Chrome Base sold separately. They are available with either .180 Male  
Bullet Connectors, or Female PL-10.

PART NUMBER DESCRIPTION SPECIFICATIONS

M25301L LED LICENSE LIGHT .180 BULLETS LEDs 4
M25301L-X LED LICENSE LIGHT .180 BULLETS – BULK PACK Lumens 50
M25302L LED LICENSE LIGHT FEMALE PL-10 Voltage 12.8VDC
M25302L-X LED LICENSE LIGHT FEMALE PL-10 – BULK PACK Amp Draw 60mA
M50250 MOUNTING BRACKET FOR M25301L / M25302L Dimensions 2.5” W  x  1.2” H  x  1.1” D

  - M50250 Bracket: 3.4” W  x  2.6” H  x  2.2” D
Mounting
  - M50250 Bracket: 2 Hole Surface 2.0” Center to Center
  - Or Base Mount: M20325, M20326, M20327, M20328
Connector
  - M25301L 2 Male .180 Bullets, 10”
  - M25302L 2 Female PL-10, 10”
Legal Heading L
DOT/SAE FMVSS108/CMVSS108, SAE J587

FEATURES

•  DOT FMVSS108 Compliant LED License Light •  Lights and Brackets sold separately
•  LED License Light or Courtesy Light •  Bulk Pack Only
•  1-Lamp System—Top or Side Mount •  5 Year Warranty

As a Courtesy Light Shown with  
M20325 or M20328 Chrome Base

M25301L
with .180 Bullets

M25302L
with Female PL-10

M50250 Bracket
Sold Separately

M25301L
M25302L
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M25300-SERIES LED LICENSE LIGHT OR COURTESY LIGHT
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LED CLEARANCE MARKER
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M17300YWCL-DC DUAL-COLOR

Dual Color Clearance Marker and Ground Illumination F
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MARKER LIGHT WITH GROUND ILLUMINATION FUNCTION

PART NUMBER DESCRIPTION

M17300YWCL-DC CLEARANCE MARKER AMBER CLEAR LENS AND WHITE GROUND LIGHT
M17300RWCL-DC CLEARANCE MARKER RED CLEAR LENS AND WHITE GROUND LIGHT

SPECIFICATIONS

LEDs 12 (6 Amber, 6 White, or 6 Red, 6 White)

Lumens 85

Voltage 12.8VDC

Amp Draw CM 80mA, Ground Light 110mA

Dimensions 5.1” W  x  1.5” H  x  1.1” D

Mounting 2 Hole Surface, 3-15/16” Center to Center

Connector 3 Leads: (1) Ring, (2) .180 bullets, 7”

Legal Heading P2 P3

DOT/SAE J592, J2042

FEATURES

•  OE-Style Clearance Marker with Ground Illumination

•  White LEDs 85 Lumens

•  White LEDS directed downward toward the

    side of the vehicle for improved driver safety

•  Polycarbonate Lens, PC and ABS Housing

•  Same Mounting Footprint as M20332-Series
•  Dedicated (discreet) wire for ground illumination allows installer

    to put it on a dedicated switch

•  5 Year Warranty
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* Kenworth and Peterbilt are registered trademarks of Paccar

26 LEDs provide a full look and illuminate the edges

Also available in Red or Red/Clear Lens

Kenworth and Peterbilt Style F
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M17210-SERIES CLEARANCE MARKER

PART NUMBER DESCRIPTION

M17210Y CLEARANCE MARKER AMBER P2/P3 - PETERBILT & KENWORTH
M17210YCL CLEARANCE MARKER AMBER CLEAR LENS P2/P3 - PETERBILT & KENWORTH

SPECIFICATIONS

LEDs 9

Voltage 12.8VDC

Amp Draw 100mA

Dimensions 4.5” W  x  1.6” H  x  0.5” D (1.6” Overall Depth)

Mounting 2 Hole Surface, 3.23” Center to Center

Connector OEM Connector built into housing

Legal Heading P2 P3

DOT/SAE J592, J2042

FEATURES

•  Available in Amber, and Amber Clear Lens

•  OE-Style Connector fits factory harness

•  Acrylic Lens and ABS Housing

•  Mounting Screws & Gasket Included

•  5 Year Warranty

Includes Screws & Gasket
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M17200-SERIES FREIGHTLINER* CAB MARKER & CLEARANCE MARKER LIGHT

PART NUMBER DESCRIPTION

M17200R 5 3/4” X 1 3/4” OVAL CLEARANCE MARKER P2/P3/PC RED
M17200RCL 5 3/4” X 1 3/4” OVAL CLEARANCE MARKER P2/P3/PC RED CLEAR LENS

M17200Y 5 3/4” X 1 3/4” OVAL CLEARANCE MARKER P2/P3/PC AMBER

M17200YCL 5 3/4” X 1 3/4” OVAL CLEARANCE MARKER P2/P3/PC AMBER CLEAR LENS

SPECIFICATIONS

LEDs 26

Voltage 12.8VDC

Amp Draw 250mA (Amber) 100mA (Red)

Dimensions 5.75” L  x  1.8” W  x  1.1” D

Mounting 2 Hole Surface, 4.9” center to center

Connector 2 Leads Blunt Cut, 4”

Legal Heading P2 P3 PC2

DOT/SAE J592, J2042

FEATURES

•  Freightliner* Cab Marker

•  Available in Amber, Red, Amber Clear Lens, and Red Clear Lens

•  Vertical or Horizontal Mount

•  Polycarbonate Lens & Housing

•  Includes Mounting Gasket

•  5 Year Warranty

* Freightliner is a registered trademark of Daimler Trucks N.A
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LED CLEARANCE MARKER
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M17100-SERIES CLEARANCE MARKER LIGHT + REFLECTOR

PART NUMBER DESCRIPTION
M17100Y-DV 1 5/8” X 4.5” CLEARANCE MARKER LIGHT AMBER REFLECTOR
M17100YDV-X 1 5/8” X 4.5” CLEARANCE MARKER LIGHT AMBER REFLECTOR
M17100R-DV 1 5/8” X 4.5” CLEARANCE MARKER LIGHT RED REFLECTOR

SPECIFICATIONS
LEDs 3
Voltage 12/24VDC
Amp Draw 50mA
Dimensions 4.68” L  x  1.65” W  x  0.39” D
Connector 2 Leads Blunt Cut, 7”
Mounting 2 Hole Surface, 4” C to C
Legal Heading A P2 P3
DOT/SAE J592, J594, J2042

FEATURES
•  Clearance Marker & Reflector
•  DOT/SAE Class A Reflector
•  High Impact Acrylic Reflex Reflector Lens
•  P2/P3 LED Clearance Marker Light
•  12/24VDC Dual Voltage
•  5 Year Warranty

 F
I V

E  Y E A R  W A R R A

N
T

Y5 F
IV

E YEAR WARRANTY
 

Includes Screws,  
Caps, & Gasket

OE-Style Clearance Marker with Black Bezel T
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PART NUMBER DESCRIPTION
M20332R-BLK CLEARANCE MARKER RED OE STYLE WITH BLACK BEZEL
M20332Y-BLK CLEARANCE MARKER AMBER OE STYLE WITH BLACK BEZEL

SPECIFICATIONS
LEDs 12
Voltage 12.8VDC
Amp Draw 60mA
Dimensions 6.2” W x 1.8” H x 1.0” D
Mounting 2 Hole Surface, 3-15/16” C to C
Connector 2 Leads .180 Bullet & Ring, 6”
Legal Heading P2, P3
DOT/SAE J592, J2042

FEATURES
•  6” Clearance Marker
•  Black Steel Bezel
•  Polycarbonate Lens & Housing
•  10 Year Warranty

M20332-SERIES WITH BLACK BEZEL
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ELECTRICAL

PART NUMBER DESCRIPTION

M50930 METRI-PACK CONNECTOR, 5-PIN FOR M42222/M42223L

SPECIFICATIONS FEATURES

Dimensions* 1.2”  x  1.9”  x  1” •  OEM-Style Metri-pack Connector
*Connector Only •  Fits Maxxima M42222, M42223L

Connector 5P Metri-pack 280 x

4 Jacketed Leads Blunt Cut, 7”

M50930 CONNECTOR

PART NUMBER DESCRIPTION

M50931 2-WIRE CONNECTOR DEUTSCH-STYLE DT-06

SPECIFICATIONS FEATURES

Dimensions* 0.67”  x  0.54”  x  1.97” •  Sealed Pigtail
*Connector Only •  DT06-2S mates with DT04-2P

Connector Deutsch-Style DT06-2S x •  Compatible with Maxxima
2 Jacketed Leads Blunt Cut, 4.5”     MWL-46, MWL-61, MWL-62, MWL-64

    MLS-2436-AD, MLS-4569-AD,

    MLS-78120-AD, MSLS-1827-

    DT04, MSLS-2436-DT04, MSLS-

    3654-DT04, MSLS-4569-DT04,

    M844280-A-D, M84403-A-D

M50931 PIGTAIL CONNECTOR DEUTSCH-STYLE DT06

M50932 / M50933 PIGTAIL ADAPTERS

PART NUMBER DESCRIPTION
M50932 3-PIN PL-3 SPLITTER ADAPTER, 2 MALE TO 1 FEMALE PL-3, 12”
M50933 3-PIN PL-3 RIGHT ANGEL STT PLUG 3 .180 MALE BULLETS, 10”

SPECIFICATIONS
Connector - M50932 (2) Male PL-3 to (1) Female

PL-3, 12” Long
Connector - M509333-Pin PL-3 Right Angle STT Plug

with 3 .180 Bullets, 12” Long

FEATURES
•  Premium Maxxima Red 3-Pin PL-3 Connectors
•  18AWG Wire
•  Plated Brass Pins
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M50932

M50933 M50932M50933
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MOUNTING / PART NUMBER INDEX

PART NUMBER PAGE PART NUMBER PAGE PART NUMBER PAGE PART NUMBER PAGE

M09450RCL-DC 12

M09450RWCL-DC 12

M09450RYCL-DC 12

M09450YCL-DC 12

M09450YWCL-DC 12

M17100R-X 21

M17100Y-DV 21

M17100YDV-X 21

M17200R 20

M17200RCL 20

M17200Y 20

M17200YCL 20

M17210Y 20

M17210YCL 20

M17300RWCL-DC 19

M17300YWCL-DC 19

M20325 18

M20328 18

M20332R-BLK 21

M20332Y-BLK 21

M25100L 16

M25100L-X 16

M25102LBLK-X 16

M25102LCH-X 16

M25200L 17

M25200L-X 17

M25201L 17

M25201L-X 17

M25202L-X 17

M25210L-X 17

M25301L 18

M25301L-X 18

M25302L 18

M25302L-X 18

M42322RCLDF 14

M42322RDF 14

M42322RDF-X 14

M42322R-DVDF 14

M42324-A 14

M42324-ADF 14

M42324-ADV 14

M42324-AX 14

M42339YDF 14

M42710Y 11

M42720Y 11

M50118 12

M50121-A 23

M50153CH 22

M50250 18

M50313CH 22

M50607 15

M50908 14

M50910 10

M50930 22

M50931 22

M50932 22

M50933 22

M63322RDF 15

M63351R-X 15

M63351Y-X 15

M84450 9

M84451 9

M84452 9

M84453 9

M84454 9

M85417R 13

M85417R-KIT 13

M85427R-YCL 13

M85437R-WL 13

MLS-3654WYCL 10

MLS-6090WYCL 10

MSPHL-20DRL 5

MSPHL-20DRL-MH 5

MWL-28 8

MWL-29 8

MWL-30 8

MWL-32 6

MWL-47 7

MWL-48 7

MWL-63 6

MWL-63-X 6

MWL-64 7

PART NUMBER PAGE REFERENCE

M50121-A MOUNTING BRACKET

PART NUMBER DESCRIPTION
M50121-A STAINLESS STEEL MOUNTING BRACKET FOR M20389-SERIES

SPECIFICATIONS
Dimensions 6.1” W  x  2.6” H  x  1.4” D
Compatible with M20386-Series and M20389-Series

M50121-A Shown with M20389YCL sold separately
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